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OIL/WATER CONDENSATE SEPARATORS
SEPREMIUM 2i

Effective separation of all types of compressor oils.

WHAT ARE THE ADVANTAGES OF THE SEPARATOR?

Compatible with all types of drains available on the market.

Compact design and small dimensions ensure easy operation
and installation.

High-efficiency filtration materials are used.

Simple, quick, and clean installation and maintenance
procedure.

Positive environmental impact.

Brass hose fittings ensure quick and secure installation.

SEPREMIUM oil-water separators are designed for the efficient treatment 
of condensate generated in compressed air systems.
Their primary function is to effectively separate compressor oil from the
condensate, enabling the safe discharge of cleaned water directly into the sewage
system.

SEPREMIUM 2i is a compact solution идеально suited for small workshops, light
production environments, and standalone compressor stations. With a
compressed air flow capacity of up to 2 m³/min, it delivers effective multi-stage
filtration, ensuring a residual oil content at the outlet below 5 ppm, meeting
stringent environmental requirements.

Its well-thought-out design provides quick and convenient access to filter
elements, making servicing simple, intuitive, and tool-free. This is a cost-effective
and reliable solution for managing small volumes of condensate, while ensuring
environmental compliance and user comfort.



Max. compressor capacity
Max. oil separation
Brass inlet connection
Brass outlet connection
Test kit
Target outlet oil content
Housing material
Housing color
Cover color

Dimensions

SPECIFICATION

SEPARATION

2 m³/min
2 liters
½" (hose fitting included)
½" (hose fitting included)
Yes
<5 ppm
PP
Black
Gray

240x270x249 mm

Mineral oils
Synthetic oils

Yes
Yes
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