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Condensate entering the SEPREMIUM separator passes through successive filtration
stages utilizing media based on different adsorption technologies. This enables the
achievement of a residual oil content at the outlet below 5 ppm, meeting stringent
environmental discharge requirements.

The first separation stage is equipped with a filter element featuring a visual
saturation indicator, enabling continuous performance monitoring and facilitating
maintenance planning.

The final separation stages incorporate polypropylene elements and specially selected
activated carbon, which effectively remove residual oil traces, ensuring the highest
quality of the treated condensate.

OIL/WATER CONDENSATE SEPARATORS
SEPREMIUM 4.5i - 60i

HOW DOES OIL/WATER SEPARATOR WORK?

It is compatible with all types of drains available
on the market.

WHAT ARE THE ADVANTAGES OF AN OIL/WATER SEPARATOR?

Effective separation of all types of compressor oils.

Positive environmental impact.

A wide product range allowing flexible selection
(up to 60 m³/min compressor capacity).

Visual indicator for filter element saturation.

Lightweight design and easy filter element
replacement.

Large 1" outlet connection.

Simple installation and maintenance procedures.

Sample bottle and test valve for
comparison/measurement of residual oil content
(ppm).

SEPREMIUM oil-water separators are designed for the efficient treatment
of condensate generated in compressed air systems. Their primary function
is to effectively separate compressor oil from the condensate, enabling 
safe discharge of treated water directly into the sewage system.

The separation process is carried out using an activated carbon bed, 
which efficiently captures oil particles and ensures compliance 
with applicable environmental standards.

Using an oil-water separator is not only a commitment to environmental
protection, but also a practical solution that enhances the day-to-day
operation of the system. The device significantly simplifies the condensate
disposal process while improving safety and overall user comfort within 
the compressed air installation.



Models
Maximum compressor capacity (m³/min)

Oil adsorption (maximum volume, liters)

Inlet connections (2)

Outlet connection (1)

Test valve

Service drain

Overload indicator

Target outlet oil content

Dimensions

SPECIFICATION

SEPARATION

Mineral oils
Synthetic oils

yes
yes

Housing material

Recyclability

Housing color

Cover color

PE

yes

black

gray

PE
yes
black
gray

PE
yes
black
gray

PE
yes
black
gray
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4

½" 

½" 
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<5 ppm

191x392x596

10i

10 
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<5 ppm

260x670x793

20i

20 

15
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<5 ppm

325x800x900

30i

30 
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<5 ppm

400x990x900

60i

60 

50
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<5 ppm
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