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FULL SERVICE 
AND ACCESS TO SPARE PARTS

MORE THAN 60 YEARS OF EXPERIENCE 
IN THE COMPRESSOR INDUSTRY

POLISH MANUFACTURER

Airpol Ltd. is the largest Polish manufacturer
of compressors.
We have been specialists in the pneumatic
industry for over 60 years. 

Our mission is to deliver innovative and
energy-efficient solutions, tailored to the
specific needs of each application. 

We provide comprehensive support — from
consulting and design to manufacturing
and after-sales service.

Our product portfolio includes various types
of air and gas compressors, boosters,
compressed air treatment equipment,
tanks, blowers, nitrogen generators, and
containerised compressor stations.

We are proud to be the only company in
Poland that manufactures screw air-ends.

All operations are based at our headquarters
in Poznań, with additional sales branches in
Gliwice and Rzeszów. Our success is driven
by the dedication of nearly 150 skilled
employees, working together to uphold our
standards of quality and innovation.

Airpol screw compressors combine durability
and reliability, thanks to outstanding design
and high-quality components.

The use of a high-quality screw air-ends with
an optimised rotor profile — designed and
manufactured in-house at Airpol — ensures
reliable operation and high compressor
performance throughout the entire service
life.

Drawing on over 60 years of experience in the
pneumatics industry, Airpol has developed
optimal solutions that deliver top quality
while ensuring low operating costs.

From initial start-up to periodic maintenance,
customers benefit from comprehensive
service support provided by our factory
service team or authorised service partners.

Original spare parts play a crucial role in
ensuring operational safety, reliability, and
sustained high efficiency of the compressor
throughout its entire service life.
 As the manufacturer, Airpol guarantees long-
term availability of spare parts and
consumables, supporting the compressor’s
performance for many years.

Airpol – your trusted partner 
and expert in advanced compressor
solutions.
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Screw compressor with  dryer  and f i l ters

Type Airpol  T3

Overpressure  -  des ign  opt ions MPa 0,8  /  1 ,0

Capac i ty  [0 ,8  MPa] m³/h 25

Capac i ty  [ 1 , 0  MPa] m³/h 20

Overa l l  d imens ions  (L  x  W x  H) mm 800x570x1 190

Compressed a i r  connect ion G ½

Weight kg 290

Ambient  temperature °C f rom +5  to  +40

Cool ing  a i r  demand m³/h 1200

Compressed a i r  temperature °C
approx .  10°  above  ambient

temperature

Sound leve l dB(A) 70

Power  t ransmiss ion  system  be l t  dr ive

Nominal  motor  power kW 3

Motor  energy  e f f ic iency  c lass IE3

Motor  IP  Code IP55

Power  supply V/Ph/Hz 400/3 /50

Recommended power  feed cable mm² 5x2 ,5

Protect ion  fuse A 16

Dryer  pressure  dew point °C +3

Qual i ty  c lass  in  accordance  
wi th  ISO 8573 . 1  

2 .4 .2

Microprocessor  contro l le r MS-286  A i rpo l  Power  Contro l

Technical specifications

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o. 
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Screw compressor with  dryer  and f i l ters

Type Airpol  T4

Overpressure  -  des ign  opt ions MPa 0,8  /  1 ,0  /  1 , 3

Capac i ty  [0 ,8  MPa] m³/h 34

Capac i ty  [ 1 , 0  MPa] m³/h 28

Capac i ty  [ 1 , 3  MPa] m³/h 22

Overa l l  d imens ions  (L  x  W x  H) mm 800x570x1 190

Compressed a i r  connect ion G ½

Weight kg 290

Ambient  temperature °C f rom +5  to  +40

Cool ing  a i r  demand m³/h 1200

Compressed a i r  temperature °C
approx .  10°  above  ambient

temperature

Sound leve l dB(A) 70

Power  t ransmiss ion  system belt  dr ive

Nominal  motor  power kW 4

Motor  energy  e f f ic iency  c lass IE3

Motor  IP  Code IP55

Power  supply V/Ph/Hz 400/3 /50

Recommended power  feed cable mm² 5x2 ,5

Protect ion  fuse A 16

Dryer  pressure  dew point °C +3

Qual i ty  c lass  in  accordance  
wi th  ISO 8573 . 1  

2 .4 .2

Microprocessor  contro l le r MS-286  A i rpo l  Power  Contro l

Technical specifications

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o. 
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Screw compressor with  dryer  and f i l ters

Type Airpol  T5

Overpressure  -  des ign  opt ions MPa 0,8  /  1 ,0  /  1 , 3  /  1 , 5

Capac i ty [0 , 8  MPa] m³/h 50

Capac i ty  [ 1 , 0  MPa] m³/h 40

Capac i ty  [ 1 , 3  MPa] m³/h 33

Capac i ty  [ 1 , 5  MPa] m³/h 20

Overa l l  d imens ions  (L  x  W x  H) mm 890x660x1280

Compressed a i r  connect ion G ½

Weight kg 290

Ambient  temperature °C f rom +5  to  +40

Cool ing  a i r  demand m³/h 1200

Compressed a i r  temperature °C
approx .  10°  above  ambient

temperature

Sound leve l  dB(A) 70

Power  t ransmiss ion  system belt  dr ive

Nominal  motor  power  kW 5,5

Motor  energy  e f f ic iency  c lass IE3

Motor  IP  Code IP55

Power  supply V/Ph/Hz 400/3 /50

Recommended power  feed cable mm² 5x2 ,5

Protect ion  fuse A 20

Dryer  pressure  dew point °C +3

Qual i ty  c lass  in  accordance  wi th  
ISO 8573 . 1  

2 .4 .2

Microprocessor  contro l le r MS-286  A i rpo l  Power  Contro l

Technical specifications

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o. 
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Screw compressor with  dryer  and f i l ters

Type Airpol  T7

Overpressure  -  des ign  opt ions MPa 0,8  /  1 ,0  /  1 , 3  /  1 , 5

Capac i ty  [0 ,8  MPa] m³/h 68

Capac i ty  [ 1 , 0  MPa] m³/h 57

Capac i ty  [ 1 , 3  MPa] m³/h 47

Capac i ty  [ 1 , 5  MPa] m³/h 35

Overa l l  d imens ions  (L  x  W x  H) mm 890x660x1280

Compressed a i r  connect ion G ½

Weight kg 300

Ambient  temperature °C f rom +5  to  +40

Cool ing  a i r  demand m³/h 1200

Compressed a i r  temperature °C
approx .  10°  above  ambient

temperature

Sound leve l dB(A) 70

Power  t ransmiss ion  system belt  dr ive

Nominal  motor  power kW 7,5

Motor  energy  e f f ic iency  c lass IE3

Motor  IP  Code IP55

Power  supply V/Ph/Hz 400/3 /50

Recommended power  feed cable mm² 5x4

Protect ion  fuse A 25

Dryer  pressure  dew point °C +3

Qual i ty  c lass  in  accordance  
wi th  ISO 8573 . 1  

2 .4 .2

Microprocessor  contro l le r MS-286  A i rpo l  Power  Contro l

Technical specifications

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o. 
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Screw compressor with  dryer  and f i l ters

Type Airpol  T1 1

Overpressure  -  des ign  opt ions MPa 0,8  /  1 ,0  /  1 , 3  /  1 , 5

Capac i ty  [0 ,8  MPa] m³/h 108

Capac i ty  [ 1 , 0  MPa] m³/h 90

Capac i ty  [ 1 , 3  MPa] m³/h 70

Capac i ty  [ 1 , 5  MPa] m³/h 55

Overa l l  d imens ions  (L  x  W x  H) mm 890x660x1280

Compressed a i r  connect ion G ½

Weight kg 360

Ambient  temperature °C f rom +5  to  +40

Cool ing  a i r  demand m³/h 1800

Compressed a i r  temperature °C
approx .  10°  above  ambient

temperature

Sound leve l dB(A) 70

Power  t ransmiss ion  system belt  dr ive

Nominal  motor  power kW 11

Motor  energy  e f f ic iency  c lass IE3

Motor  IP  Code IP55

Power  supply V/Ph/Hz 400/3 /50

Recommended power  feed cable mm² 5x4

Protect ion  fuse A 32

Dryer  pressure  dew point °C +3

Qual i ty  c lass  in  accordance  
wi th  ISO 8573 . 1  

2 .4 .2

Microprocessor  contro l le r MS-286  A i rpo l  Power  Contro l

Technical specifications

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o. 
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Screw compressor with  dryer  and f i l ters

Type Airpol  T15

Overpressure  -  des ign  opt ions MPa 0,8  /  1 ,0  /  1 , 3  /  1 , 5

Capac i ty  [0 ,8  MPa] m³/h 150

Capac i ty  [ 1 , 0  MPa] m³/h 120

Capac i ty  [ 1 , 3  MPa] m³/h 96

Capac i ty  [ 1 , 5  MPa] m³/h 85

Overa l l  d imens ions  (L  x  W x  H) mm 1100x720x1430

Compressed a i r  connect ion G ¾

Weight kg 490

Ambient  temperature °C f rom +5  to  +40

Cool ing  a i r  demand m³/h 3500

Compressed a i r  temperature °C
approx .  10°  above  ambient

temperature

Sound leve l dB(A) 70

Power  t ransmiss ion  system belt  dr ive

Nominal  motor  power kW 15

Motor  energy  e f f ic iency  c lass IE3

Motor  IP  Code IP55

Power  supply V/Ph/Hz 400/3 /50

Recommended power  feed cable mm² 5x6

Protect ion  fuse A 40

Dryer  pressure  dew point °C +3

Qual i ty  c lass  in  accordance  wi th
ISO 8573 . 1  

2 .4 .2

Microprocessor  contro l le r MS-286  A i rpo l  Power  Contro l

Technical specifications

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o. 



easy operation & safe remote control

The controller complies with cybersecurity
standards that eliminate the need for external
servers, which could otherwise serve as potential
entry points for attacks on critical production
infrastructure.

SAFE REMOTE MONITORING

oil temperature, motor temperature,
compressor outlet air temperature,  
ambient temperature, network pressure,
oil pressure and much more.

A local web server is hosted directly from
the controller, with no reliance on cloud
services, regardless of Internet availability.

There is no need to transmit data outside
the local area network (LAN) structure,
ensuring full control and data security
within the internal infrastructure.

CONTROL OF SYSTEM OPERATING
PARAMETERS INCLUDING:

select the operating mode (including
network operation),

modify the basic parameters of compressor
operation, 

schedule compressor activity using a
calendar, with options for both recurring
and one-time events,

choose one of four available interface
languages,

update the software via the usb port,

remotely monitor compressor status in a
secure manner, without the risk of exposure
to cyberattacks.

EASY TO USE

airpol@airpol.com.pl
ul. Nieszawska 15c,
61-021 Poznań, Poland

+48 61 650 45 67

MS-286 Controller

The MS-286 Airpol Power Control is
designed with a focus on data security
and system integrity.

It ensures the effective and safe operation
of the entire system, while continuously
monitoring key compressor operating
parameters.

This approach significantly reduces the risk
of unauthorized access, industrial
espionage, and cyberattacks.

THE USER CAN, AMONG OTHER
THINGS, PERFORM THE FOLLOWING
ACTIONS:

INTUITIVE INTERFACE
for easy and clear operation.



Built-In Air Treatment System

COMPRESSED AIR 
WITH AN INCREASED PURITY CLASS

drying and filtration

airpol@airpol.com.pl
ul. Nieszawska 15c,
61-021 Poznań, Poland

+48 61 650 45 67

An increased compressed air purity class
means:

WHY TREAT COMPRESSED AIR?

WHAT COMPONENTS MAKE UP
THE COMPRESSED AIR TREATMENT
SYSTEM IN AIRPOL COMPRESSOR
SERIES KT, KTPR, T, PRT?

COMPACT DESIGN

Extended service life of pneumatic tools

Reduced risk of corrosion within the
compressed air system

Uninterrupted and stable process flow

Minimized risk of damage to the final
product (e.g. paint coating defects)

Reliable operation of tools and
machines powered by compressed air

Elimination of unexpected production
downtime

A maximally reduced footprint and an
integrated dryer with filters offer a space-
saving solution that provides easy access
for operation and maintenance, while
eliminating additional costs for installing
separate compressed air treatment
equipment.
As a result, choosing a compressor with
this type of integrated design is driven
primarily by economic factors, but also by
its aesthetic advantages.

-SPACE SAVINGS AND REDUCED
INSTALLATION COSTS

The integrated compressed air treatment
system in Airpol compressors removes
moisture down to a dew point of +3 °C,
ensuring air quality that meets class 2.4.2
purity according to ISO 8573-1.

The refrigeration dryer and two compressed
air filters are integrated into a single
housing along with the entire compressor
unit.

Pre-filter – provides high dust removal
efficiency, eliminating 99% of solid and
liquid particles larger than 3 μm.

Refrigeration dryer – removes moisture
from compressed air down to a dew point
of +3 °C.

Fine filter – features a multilayer, high-
density microfiber cartridge that removes
99% of solid particles larger than 1 μm and
ensures that the residual oil content does
not exceed 0.1 mg/m³.


