
air

condensate
(water, oil)

Przedsiębiorstwo Produkcji Sprężarek Airpol Sp. z o.o.
ul. Nieszawska 15c, 61-021 Poznań

airpol.com.pl
+48 61 650 45 67

airpol@airpol.com.pl

A cyclone separator is an ideal pre-treatment device designed 
to effectively remove water-oil condensate from compressed air. 
As a result, it relieves the subsequent drying stages, increasing 
their efficiency and durability.

CYCLONE SEPARATORS UP TO 16 BAR
CLEAN AIR. FULL POWER OF YOUR INSTALLATION.

APPLICATION

Cyclone separators are used for the preliminary removal
of moisture, condensate (water-based and water-oil), 
and solid particles from compressed air, which is crucial
for the proper operation and longevity of pneumatic
systems.

The installation of a cyclone separator is especially
recommended in situations where the dryer is located
directly after the compressor.

This significantly relieves the drying system, making 
it easier for the subsequent components 
of the compressed air treatment system to achieve 
and maintain the required dew point.

PRINCIPLE OF OPERATION

In a cyclone separator, compressed air is set into a dynamic swirling motion 
that quickly and effectively separates the condensate. Water and oil droplets settle
on the walls, flow to the bottom of the chamber, and are automatically removed
by the drain valve.

A carefully designed construction with an additional baffle prevents 
the condensate from being re-entrained, ensuring reliable and stable operation 
of the device. To achieve completely maintenance-free operation, the separator
should be equipped with a modern mechanical or electronic condensate drain.



Type
Flow

Connection

Dimensions
Weight

A B C D

m³/h m³/min mm kg

ASC 001 120 2,0 G ⅜ 187 88 20 60 0,7

ASC 002 155 2,6 G ½ 187 88 20 60 0,7

ASC 003 235 3,9 G ¾ 257 88 20 80 0,8

ASC 004 365 6,1 G 1 263 125 32 100 1,8

ASC 005 770 12,8 G 1½ 461 125 32 140 2,5

ASC 006 1280 21,3 G 2 684 163 43 520 5,1

ASC 007 2460 41,0 G 2½ 684 163 43 520 5,1

ASC 008 2850 47,5 G 3 795 240 59 630 12,9
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CYCLONE SEPARATORS UP TO 16 BAR

TECHNICAL DATA – ASC SERIES

CLEAN AIR. FULL POWER OF YOUR SYSTEM.

Electronic timed
condensate drain (optional)

Mechanical float
condensate drain (optional)

Electronic drain with
condensate level control
(optional)

AUTOMATIC DRAIN 
– COMPLETELY MAINTENANCE-FREE
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Type

Flow

Connection

Dimensions

WeightA
B

C
D

standard superplus standard superplus

m³/h m³/min mm kg

DF-C 0120 120 2,0 G ½ 283 407 103 234 368 115 1,6

DF-C 0210 210 3,5 G ¾ 369 493 139 322 446 180 2,7

DF-C 0320 320 5,3 G 1 369 493 139 322 446 180 2,7

DF-C 0450 450 7,5 G 1½ 573 697 190 510 634 250 2,9

DF-C 0750 750 12,5 G 2 573 759 190 510 722 250 2,9

DF-C 1100 1100 18,3 G 2 573 759 190 510 722 250 2,9

CYCLONE SEPARATORS UP TO 16 BAR

TECHNICAL DATA – DF-C SERIES

CLEAN AIR. FULL POWER OF YOUR INSTALLATION.

EQUIPMENT OF DF-C SERIES
CYCLONE SEPARATORS

Standard version ST – timed condensate drain

Superplus version SP – electronic condensate

drain with condensate level control


